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47 CFR Ch. I (10–1–15 Edition) § 22.912 

§ 22.912 Service area boundary exten-
sions. 

This section contains rules governing 
service area boundary (SAB) exten-
sions. SAB extensions are areas (cal-
culated using the methodology of 
§ 22.911) that extend outside of the li-
censee’s Cellular Geographic Service 
Area (CGSA) boundary into Unserved 
Area or into the CGSA of a neighboring 
co-channel licensee. Service within 
SAB extensions is not protected from 
interference or capture under § 22.911(d) 
unless and until the area within the 
SAB extension becomes part of the 
CGSA in compliance with all applica-
ble rules. 

(a) Extensions into Unserved Area. Sub-
ject to paragraph (c) of this section, 
the licensee of a Cellular system may, 
at any time, extend its SAB into 
Unserved Area and provide service on a 
secondary basis only, provided that the 
extension area comprises less than 130 
contiguous square kilometers (50 con-
tiguous square miles). If more than one 
licensee of a Cellular system extends 
into all or a portion of the same 
Unserved Area under this section, all 
such licensees may provide service in 
such Unserved Area on a shared sec-
ondary (unprotected) basis only. 

(b) Contract extensions. The licensee 
of any Cellular system may, at any 
time, enter into a contract with an ap-
plicant for, or a licensee of, a Cellular 
system on the same channel block to 
allow one or more SAB extensions into 
its CGSA (not into Unserved Area). 

(c) Gulf of Mexico Service Area. Land- 
based Cellular system licensees may 
not extend their SABs into the Gulf of 
Mexico Exclusive Zone (GMEZ) absent 
written contractual consent of the co- 
channel GMEZ licensee. GMEZ licens-
ees may not extend their SABs into the 
CGSA of a licensee on the same chan-
nel block in an adjacent CMA or the 
Gulf of Mexico Coastal Zone absent 
written contractual consent of the co- 
channel licensee. 

[79 FR 72151, Dec. 5, 2014] 

§ 22.913 Effective radiated power lim-
its. 

The effective radiated power (ERP) of 
transmitters in the Cellular Radio-

telephone Service must not exceed the 
limits in this section. 

(a) Maximum ERP. In general, the ef-
fective radiated power (ERP) of base 
transmitters and cellular repeaters 
must not exceed 500 Watts. However, 
for those systems operating in areas 
more than 72 km (45 miles) from inter-
national borders that: 

(1) Are located in counties with popu-
lation densities of 100 persons or fewer 
per square mile, based upon the most 
recently available population statistics 
from the Bureau of the Census; or, 

(2) Extend coverage on a secondary 
basis into cellular unserved areas, as 
those areas are defined in § 22.949, the 
ERP of base transmitters and cellular 
repeaters of such systems must not ex-
ceed 1000 Watts. The ERP of mobile 
transmitters and auxiliary test trans-
mitters must not exceed 7 Watts. 

(b) Height-power limit. The ERP of 
base transmitters must not exceed the 
amount that would result in an aver-
age distance to the service area bound-
ary of 79.1 kilometers (49 miles) for cel-
lular systems authorized to serve the 
Gulf of Mexico MSA and 40.2 kilo-
meters (25 miles) for all other cellular 
systems. The average distance to the 
service area boundary is calculated by 
taking the arithmetic mean of the dis-
tances determined using the procedures 
specified in § 22.911 for the eight car-
dinal radial directions. 

(c) Coordination exemption. Licensees 
need not comply with the height-power 
limit in paragraph (b) of this section if 
the proposed operation is coordinated 
with the licensees of all affected cel-
lular systems on the same channel 
block within 121 kilometers (75 miles) 
and concurrence is obtained. 

[59 FR 59507, Nov. 17, 1994, as amended at 69 
FR 75171, Dec. 15, 2004] 

§ 22.917 Emission limitations for cel-
lular equipment. 

The rules in this section govern the 
spectral characteristics of emissions in 
the Cellular Radiotelephone Service. 

(a) Out of band emissions. The power 
of any emission outside of the author-
ized operating frequency ranges must 
be attenuated below the transmitting 
power (P) by a factor of at least 43 + 10 
log(P) dB. 
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